Retraction Statement: "High-Volumetric Performance Aligned Nano-Porous Microwave Exfoliated Graphite Oxide-based Electrochemical Capacitors" and "Aligned Nano-Porous Microwave Exfoliated Graphite Oxide Ionic Actuators with High Strain and Elastic Energy Density".
These articles first published on 15 August 2013 and 21 August 2013 on the Wiley Online Library have been retracted at the request of the Research Integrity Officer (RIO) of The Pennsylvania State University, in agreement with the corresponding authors, the journal's Editor-in-Chief, and Wiley-VCH Verlag GmbH & Co. KGaA, because portions of the reported results cannot be considered reliable or reproducible. Following an investigation by the RIO of The Pennsylvania State University, it was found that the data in Figure 2a,b and Figure S1a,b (Supporting Information) of the article with DOI: 10.1002/adma.201301243, and Figure S3 (Supporting Information) of the article with DOI: 10.1002/adma.201301370 were falsified. Data regarding the carbon electrode material, A-aMEGO, reported to have a density of 1.15 g cm-3 , in the article with DOI: 10.1002/adma.201301243, were falsified. The RIO of The Pennsylvania State University confirms that the investigation found that the mentioned data were falsified by the first author. No findings of research misconduct were made against the co-authors of these publications. [1] M. Ghaffari, Y. Zhou, H. Xu, M. Lin, T. Y. Kim, R. S. Ruoff, Q. M. Zhang, Adv. Mater. 25: 2013, 4879. doi:10.1002/adma.201301243 [2] M. Ghaffari, W. Kinsman, Y. Zhou, S. Murali, Q. Burlingame, M. Lin, R. S. Ruoff, Q. M. Zhang, Adv. Mater. 25: 2013, 6277. doi:10.1002/adma.201301370.